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1.0  Contacts 
 

 
NAME     TELEPHONE   MOBILE      
 
Senior Operations Manager 
Don Hughes                              029578 8513     0448048268   
Email : Hughes.Don@hutchisonports.com.au 
 
Stevedoring  Manager 
Brian Brodtke   02 9578 8522     0459 020 467   
Email : Brian.Brodtke @hutchisonports.com.au 
 
Operations Manager 
Greg Baldock   02 9578 8552     0459 020 486   
Email : Baldock.Greg@hutchisonports.com.au 
 
Dept-Operations Manager Yard Rail 
John Vlahadamis  02 95788514      0455 062 664   
Email : Vlahadamis.John@hutchisonports.com.au 
 
 
SHIFT MANAGER   
Shift Manager   02 9578 8546     0455 065 551   
Email : shiftmanager.sictl@hutchisonports.com.au 
 
SHIFT LEADERS   
Shift Leader   02 9578 8579     0458 055 637   
Email : shiftleader.sictl@hutchisonports.com.au 
 

LANDSIDE COORDINATOR     
Hazardous and additional appointments 0700-1900  1800 472 000        
Email : landsidecoordinator.sictl@hutchisonports.com.au 
 

SHIP PLANNERS 
Duty Planner   02 8578 8530  0415077194   
Email : planning.sictl@hutchisonports.com.au 
 
ACCOUNTS CLERK 
Via HPCC   02 8578 8500   
Email : AccountsReceivable@hutchisonports.com.au 
 

ENGINEERING MANAGER  
Raymond  Hohle   02 8578 8563    0477 009 150    

Email : Hohle.Raymond@hutchisonports.com.au 

 

SECURITY   02 9578 8505  0447 448 389 

Email : security.sictl@hutchisonports.com.au 

 

 

mailto:security.sictl@hutchisonports.com.au
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2.0 Terminal Information 
 

Sydney International Container Terminal Pty Ltd 

Street Address:  T3 Hayes Dock Port Botany 

                 Gate 150-160 Foreshore Road Port Botany       NSW 2016 

 
 
2.1 Terminal Specifications (works in progress): 
 
     Phase 2   Future Phases 
Total Area    20 hectares  24 hectares 

Quay line    650 meters  1300 meters 

Wharf Edge to Waterside rail                 3m 

Fender Width    1.8m 

Depth alongside                  16.4 meters   16.4 meters 
 
Wharf Height above Datum  4.0 meters    4.0 meters 
 
Truck Parking Area   75 spaces 

In Gates     4 entry gates 

Exit Gates    2 Exit lanes   

Weigh Bridges    2 with height reader 

Rail Siding    2 x 680m lines  4 x 680m lines 

Container Stacking Space:  
General                 2478 ground slots   13818 ground slots 
Reefer    354 points    888 points  
 
 

 
2.2 Security 

 All crew members leaving the Terminal must show appropriate identification ς ǎǳŎƘ ŀǎ ŀ ǎŜŀŦŀǊŜǊΩǎ ōƻƻƪ ƻǊ 
passport prior to leaving and to gain re-entry to the terminal. 

(a) All visitors and service providers who wish to gain access to any vessel must be included on the 
ŀƎŜƴǘΩǎ ƭƛǎǘ ƻŦ ŀǳǘƘƻǊƛǎŜŘ ǾƛǎƛǘƻǊǎ ŀƴŘ ǎŜǊǾƛŎŜ ǇǊƻǾƛŘŜǊǎ ŦƻǊ ǘƘŜ ǾŜǎǎŜƭ ς as per ISPS requirements. 

(b) All visitors and service providers must provide proof of identƛǘȅ ŀƴŘ ǎƛƎƴ ŦƻǊ ŀ ǾƛǎƛǘƻǊΩǎ Ǉŀǎǎ ǇǊƛƻǊ ǘƻ 
entry to the terminal. 

(c) All visitors and service providers must comply with safety instructions issued by Security Officers and 
or SICTL employees.   

(d) All vehicles must be parked in the designated car park area and visitors / service providers must 
proceed to the vessel via the pedestrian access way. 

If necessary, service providers with stores and equipment will be escorted to the gangway. This will be 

provided on application at the security office or in the commissioning building complex. 
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2.3 Terminal Layout 
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3.0 Equipment Information 

 
3.1 QUAY CRANES   

 

 

 
Sydney International Container Terminal will be equipped with quay cranes with the following 

specifications: 

Make & Model                  - ZPMC Post -Panamax 
Quantity     - 4  
Span      - 35 metres 

Clearance Between Legs   - 27 metres 

Maximum Spreader Height   - 37.5 metres 

Maximum Outreach    - 50 metres from waterside rail 

Maximum Back reach    -  10 metres from landside rail 

Spreader     -  нлΩплΩпрΩ ǘǿƛƴ нлΩ ¢ŜƭŜǎŎƻǇƛŎ ǎǇǊŜŀŘŜǊ 

SWL ς Single Lift    - 41 tonnes 

SWL ς Twin Lift                  -              65 tonnes 

SWL ς Heavy Lift    - 85 tonnes 
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 3.2 Automatic Stacking Crane 
 
 

 
 
 
Make & Model    - KONE 6 High Stacker 
Quantity     - 12 
  

Span      - 29.0 metres 

Maximum Spreader Height   - 18.1 metres 

 

Spreader     -  нлΩκплΩ ¢ŜƭŜǎŎƻǇƛŎ 

SWL ς Single Lift    - 40 tonnes 

SWL ς Twin Lift    - NA 
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3.3 Shuttle Carriers 
                  

                 

 

Make & Model                                               -            Kalmar Shuttle Carrier ς 1 over 1 

Quantity                                                           -  10 

Distance Between Legs     -             3.5 metres 

Maximum Spreader Height    - 6.3 metres 

Spreader      -  Bromma - нлΩκплΩ ¢ŜƭŜǎŎƻǇƛŎ ς Twin Lift  

SWL ς Single Lift     - 40 tonnes 

SWL ς Twin Lift      - 40 tonnes 
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3.4 Straddles Carriers 
 

                                   

 

Make & Model                                               -            Kalmar Shuttle Carrier ς 2 over 1 

Quantity                                                           -  3 

Distance Between Legs     -             3.5 metres 

Maximum Spreader Height    - 9.2 metres 

Spreader      -  нлΩκплΩ ¢ŜƭŜǎŎƻǇƛŎ ς Twin Lift  

SWL ς Single Lift     - 40 tonnes 

SWL ς Twin Lift      - 50 tonnes 
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3.5 Reach Stacker 

                    

 

 

 
Make & Model     -  Reach Stacker ς 3 x 5 High 

Quantity     - 4 

Maximum Spreader Height   - 15.1 metres 

Spreader     -  Sany - нлΩκплΩ ¢ŜƭŜǎŎƻǇƛŎ  

SWL      -  45.0 tonnes @ 1.965 metres 

      - 30.0 tonnes @ 3.815 metres 

                                                                          -            14.5 tonnes @ 6.315 metres 
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3.6 Prime Mover & Trailer 

    
Make & Model    - Clark -Terberg YT220 Tractor  
        

 
Quantity     - 1 x Spill Trailer 
Maximum Capacity    - 60.0 / 80.0 tonnes 


